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- WSProPad 300 

Main Features 
 
Ultra compact Direct Tankless!  
WSP -  Water Security Purifier:   
 
System Design: 
This Plug & Play Security Purifier is so small that it 
fits into any kitchen environment. It can be installed 
under the sink in the cabinet or on the floor under 
the cabinet inside the cabinet plinth. 
 
Measurements: 
Vertical placement 
Height 40 cm / Width 11,5 cm /  Depth 43 cm 
Horizontal placement: 
Height 11,5 cm / Width 40 cm / Depth 43 cm 
 
Purification method: 
Double Reverse Osmosis Systems –  with 1-Å TFC 
membranes for  molecular separation combined 
with a 5-micron Spiral-wound PP particle filtration 
cartridge and an 1-micron GAC - Granulated 
Activated Carbon Adsorption filter cartridge. 

Control System: 
The system is fully automatically controlled by a 
encapsulated redundant 24 Volt PLC with a LED 
user interface including display symbols for all 
main functions. This allows for a carefree user 
experience for many years to come. 
 
Safety Low consumption Electrical Power: 
The system is driven by a 24 Volt transformer 
fitting 230/110 Volt AC. The consumption is AA 
rated to approx. 1 kW per month – at normal use. 
 
Service & Maintenance: 
The cabinet is designed with a sliding wall without 
screws and can be opened and closed  without 
any tools. All internal components are connected 
by quick disconnect Push-Fit couplings, allowing 
a fast change of filter cartridges and membranes 
with a minimum water spill.  
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Complete System delivery: 
The WSProPad 300 comes with all components 
demanded for a professional installation. The 
system supply includes a Complete and ready to 
install Cabinet, Main inlet PF-Connectors with ball-
valves 1/2’ and 3/8,’ Leadfree SS faucet for purified 
water, food-grade separate colored 3 x 1 m tubing, 
Drainwater Connector, 230/110V-24V  transformer 
with a universal power plug. Installed Leakage-
warning sensor, 4 PF-Connectors for the new 
faucet and the 3 cabinet connections , 1 Wrench 
for membrane replacement, 1 Check-valve.   
 
Installation: 
The roPad 300 is designed for Plug and Play. To 
maintain our extended warranty*, the system must 
be installed by a Plumber and it takes max. 45 
minutes. The installation site must minimum have 
the following accessible:  a Cold water main line, a 
sewage line/drain, a power 220/110 V outlet/box. 
Certified plumbers have insurances if they make 
leakages. A complete Pro installation manual is 
available on our website or by the QR code below.. 
 
Service Manual & Warranty: 
To maintain the highest purity and quality equal to 
natural water it is demanded to replace the filters 
according to the service plan included in the 
service and warranty manual. For your safety we 
recommend that you use your Plumber to make 
the periodic change of filters/Maintenance control.  
 
Professional about Your Water Security: 
Because we are serious about water quality All 
systems are tested and certified in our factory and 
includes an NFC Tag. The NFC Tag is read and 
updated at the installation and with Time for and 
Services done every time the professional Plumber 
visits you. All information is encrypted and can only 
be read by our Warranty system, GPDR data is 
neutralized and excluded from the digital records. 
 
Usage of the Natural UltraPure Bio Water: 
Food, Cooking, School/Work Drinking, Coffee, 
The, Soups, Smoothies, Fasting, Softdrinks, Rinse 
/Cleanse veg./fruit, Baby Care, Skin- & Body Care, 
Steaming, Ironing, Evaporators, plants, Bio kitchen 
gardening. Water Cookers (pure forever) -etc. 

Specifications: WSProPad 300 
The following specifications are under continuous update as we 
are instantly developing new and better versions.  
– Se Date & Product version down in the right margin.  
 
Production:   max 1134 Lit / day - 0.7-1.0 Lit min. 
Efficiency:     60-70% purified to 30-40% drainage 
Power cons:   30-35 W / H - Average 12 kW / year 
Standby:       0.5 -1.5 W / Hour consumption 
Low current:  24 V / max 3.2 Amp dur. production 
Display: LED type / low consumption 
Pressure:       <110 psi / 5-8 bar booster pump 
Membranes:   Filmtec or licensed Quality brand 
Processes: Self-purifying / membrane design 
TDS Reduct:  95-98% average / TFC membrane 
BIO Reduct: >99.9% of all microbiology 
Filtercartridge Lifespan 3- 12 month/ depend feed 
Tubing matr.: PEX HD Food grade polymers 
Couplings: Poly-Propylene - Virgin / food grade 
Faucet: Stainless Steel -ceramic / leadfree 
Polymers: Recyclable ABS / PP / PEX plastics 
Filter matr. housing PP and Activated Carbons 
Connectivity: Supply Fridge with IceMaker < 5-m 
Warranty: 24-120 month see terms in manual 
Produced by: EU Global Water / Czeladz, Poland 
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